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Abstract

Droplet-based microfluidics holds enormous potential for transforming the way that many
biological screens are performed by affording unprecedented increases in screening
throughput and reductions in reagent usage. In this paper, we describe this maturing field and
the pioneering work that has laid the foundation for its application to ultrahigh-throughput
biological analysis. We begin by introducing the basic elements of the approach and describe
the numerous microfluidic components that have been developed for droplet manipulation,
with special emphasis on the ones most useful for ultrahigh-throughput analysis. We conclude
with a discussion of the first demonstrations of this approach to perform novel,

ultrahigh-throughput biological screens.

(Some figures may appear in colour only in the online journal)

1. Introduction

There are many examples in biological research in which
the major barrier to progress is the need to screen massive
numbers of separate biological reactions. For example, in
drug discovery applications it is often necessary to screen
hundreds-of-thousands of compounds, each of which must
be separately tested for activities of interest [1-3]. When
engineering proteins through directed evolution, it is often
necessary to screen millions of variants of the target protein to
find the rare variants with the best activity [4—7]. To detect rare
cells or pathogens in a mixed sample, it is often necessary to
screen and classify hundreds-of-millions of candidate cells [8].
In all of these examples, and many others like them, the ability
to perform ultrahigh-throughput screening on a system-wide
scale is essential.

There is now a growing arsenal of tools available to
researchers in the biological sciences that are amenable
to ultrahigh-throughput, system-scale analysis. To analyse
systems at the genomic and transcriptional level, next-
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generation sequencing (NGS) has been transformative because
itis able to sequence hundreds-of-millions of DNA molecules,
allowing every variant in the system to be characterized. For
proteomic analysis, mass spectrometry is becoming an ever
more powerful tool, allowing the detection and classification
of hundreds of proteins in a complex mixture, and even
the determination of protein—protein interactions [9]. This
has opened up entirely new frontiers in systems biology, in
which complex protein interaction networks are systematically
constructed from the rapidly elucidated interactions among
pairs of proteins. To analyse systems at the cellular level,
fluorescence-activated cell sorting (FACS) is a universal tool,
allowing millions of single cells to be individually screened
and sorted according to their fluorescence and light-scattering
properties.

There is, nevertheless, an important and unmet need in
ultrahigh-throughput biological studies, which is the ability
to rapidly execute and screen liquid-phase reactions. For
example, when enhancing the activity of an enzyme through
directed evolution, a critical step is characterizing the catalytic
activity of each enzyme variant in the pool. However, because
the product of an enzymatic reaction is a molecule that is

© 2013 IOP Publishing Ltd  Printed in the UK & the USA
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released into the surrounding solution, there is no physical
linkage between the enzyme, its gene and the quantity of
product it produces, precluding the direct use of technologies
such as FACS for the ultrahigh-throughput screening. Instead,
the reactions must be modified to link gene, protein and product
[6, 10-13], an extremely challenging task; alternatively, each
variant can be tested in a separate well using plate-based
screening [5,7, 14-20]. Well-plate formats, however, due to
their limited throughput can only screen ~ 103 variants in total;
this is far too small to cover the sequence space of even the
active site of most enzymes, making it ineffective for many
directed evolution studies. As an alternative to well-plate
formats, electrowetting-on-dielectric (EWOD) is a growing
field in microfluidics that compartmentalizes reactions in
droplets positioned on a checkerboard-like array. Using
electrowetting forces, the droplets can be moved around the
board and split, merged and passed over sensors to probe their
contents. The precision, automation and flexibility of this
approach hold immense potential for liquid reaction screening,
but current technologies are still limited in throughput to just
a few reactions per second [21]. Increasing the throughput of
liquid-reaction processing would benefit a number of important
biological screens, including drug discovery, genomics and
the development of therapeutic antibodies, to name just a few
examples.

In this paper, we describe the burgeoning field of
microchannel droplet-based microfluidics, a frontier in
microfluidics that holds potential for transforming the way
that many biological screens are conducted. In this approach,
microdroplets, tiny spheres of aqueous liquid dispersed in an
inert carrier oil, are used as ‘test tubes’ for reactions with
single cells and biomolecules. In many ways, these devices
are similar to automated well-plate screening platforms, except
that the wells are thousands of times smaller and processed
at rates thousands of times faster. The combination of
small volumes and massive screening throughput allows
screening on a scale that is infeasible with conventional
approaches—in which millions of reactions are screened in
hours using microlitres of total reagent. Here, we will describe
the basic elements of the approach and the multitude of
microfluidic components that have been developed for droplet
manipulation, screening and sorting, with special emphasis on
the ones most amenable to ultrahigh-throughput applications:
in which droplets the volume of picolitres are screened at rates
of kilohertz. We conclude with a discussion of the recent
efforts of researchers to build integrated platforms and their
application to biological screens that are the first of their kind.

2. Fabricating droplet-based microfluidic devices

2.1. Photolithography of SU-8 masters

A key explanation for the explosion of microfluidics in
the last decade is the development of soft lithography in
poly(dimethylsiloxane) (PDMS), a fabrication process that
allows creation of microfluidic devices with a range of channel
geometries and with precision and ease. PDMS has several
properties that make it attractive as a material for microfluidic

devices: it is naturally hydrophobic, optically transparent,
minimally fluorescent at UV and visible wavelengths, and
chemically inert [22]. Itis, however, also permeable to vapours
and gases, which can be problematic for certain applications.
Alternative materials that have been used for creating droplet
microfluidic devices for biological applications include glass
[23] and PMMA [24]. We will focus on devices fabricated
in PDMS, because they are by far the most widely used and
the best for ultrahigh-throughput droplet-based screening in
academic research settings.

PDMS devices are normally fabricated by moulding them
from masters containing positive (protruding) channels of the
epoxy SU-8 glued to a silicon wafer [25]. The masters
are fabricated through a lithographic process in which the
photocurable epoxy is spin-coated onto the silicon wafer at
a controlled thickness. The wafer is then baked to drive
excess solvent out of the epoxy and to cause it to harden, but
not crosslink, when cooled. The epoxy-coated wafer is then
covered with a ‘mask’ consisting of a printout of the desired
microfluidic device in inverse—that is, in which most of the
mask is coated with UV-absorbent ink, but the portions that are
to become the positive channels are transparent. The wafers are
then exposed to collimated UV light, such that the light passes
through the transparent regions but is blocked by the absorbent
regions; this crosslinks the SU-8 under the transparent regions.
The wafer can then be ‘developed’ by bathing it in a solvent
that dissolves uncrosslinked SU-8, leaving behind positive
features in the shape needed to mould the PDMS device [26].
This approach produces planar microfluidic channels with
rectangular cross sections; however, by iterating coatings of
different thickness with exposures through different masks, it
is possible to fabricate non-planar devices in which the channel
heights also vary [27]. In the majority of research labs utilizing
this process, clean room facilities are used, although they are
not absolutely required: depending on the sizes of features in
the device and the particular use for which it is intended, often
a tidy research lab suffices.

2.2. Moulding PDMS replicates

Once the master has been fabricated, the PDMS mould can
be replicated. This is accomplished by preparing a batch of
silicone elastomer (Sylgard 184) and pouring it over the master.
The mould is evacuated to remove entrained air bubbles and
baked. The baking accelerates crosslinking of the PDMS
elastomer, causing it to solidify and become a transparent
rubber. It is then sliced and peeled from the master, punched
with inlet ports, and washed and bonded to a solid support,
such as a glass slide.

2.3. Bonding and sealing PDMS channels

The bonding of the PDMS device to a solid support is a
critical step in the fabrication process because it adds the
final wall that encloses the channels. The most common
method for bonding PDMS channels for ultrahigh-throughput
biological applications is oxygen plasma treatment. In this
approach, a fully cured PDMS replicate is treated with oxygen
plasma immediately before bonding it to another piece of
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Figure 1. Fluorinated oils and non-ionic surfactants are currently thought to afford the best combination of properties for biological
applications of droplet-based microfluidics, and are thus the most commonly used combination. They have been demonstrated to be
compatible with different kinds of cells, including mammalian cells, bacteria and yeast cells, which can still divide and proliferate long after
encapsulation (a). Adapted from [47] with permission of The Royal Society of Chemistry. The surfactants stabilize the droplets by
adsorbing to the oil-water interface, lowering its interfacial tension and coating the inner surface with a hydrophilic, non-ionic, and
biocompatible layer, such as polyethylene glycol, that is resistant to protein adsorption and non-toxic to cells (b). Reproduced from [47]

with permission of The Royal Society of Chemistry.

PDMS or glass. The oxygen plasma makes the surfaces of
the PDMS reactive so that when they are placed in contact
they irreversibly bond. Plasma bonding produces strong bonds
in a matter of minutes. However, it also requires an oxygen
plasma cleaner, an expensive piece of hardware that is not
available in most research labs. A less-expensive alternative
is a handheld corona wand [28], which bonds devices through
a similar process at a fraction of the cost. However, because
the treatment is performed by hand in the atmosphere rather
than in a controlled oxygen environment, the results are less
consistent. Both methods make the channels temporarily
hydrophilic [29]. To enable the formation of the aqueous-in-
oil emulsions that are used in ultrahigh-throughput biological
applications, the channels must be made hydrophobic, which
is normally achieved using chemical treatments.

2.4. Channel wettability

To form droplets in lithographically fabricated microfluidic
channels, the wetting properties of the channels are critical. In
planar microfluidic devices like the ones normally fabricated in
PDMS, all fluids are initially in contact with the channel walls.
To form aqueous droplets, the channel walls must therefore be
hydrophobic to allow the oil phase to lift the aqueous phase
from the walls, surround it, and encapsulate it into drops.
Hydrophobic channels can be obtained by plasma bonding the
PDMS channels to a PDMS surface and baking the device for
several days at 65 °C, during which time the channels revert to
their native hydrophobic state [29]. Alternatively, to make the
channels hydrophobic more quickly, they can be functionalized
with hydrophobic silanes or the glass treatment Aquapel.

2.5. Oils and surfactants

Just as important as the aqueous droplets that comprise the ‘test
tubes’ is the oil phase surrounding the droplets and comprising
the ‘walls’ of the test tubes. The carrier phase must allow the
droplets to be stable against coalescence, have a viscosity thatis

close to that of water, and be inert with respect to the biological
reagents contained in the drops and the material of which the
device is composed. Several oils have been used in droplet-
based microfluidics, each with their own pros and cons.

Low-viscosity silicone oils swell PDMS [30,31],
changing the cross-sectional dimensions of the channels and
influencing the flow properties of the devices [32]. This also
depletes the carrier phase from the channels, limiting on-chip
incubation time and interfering with droplet recovery [33].
Silicone oils, however, can be used in microfluidic devices
fabricated in glass [23,34], which are impermeable to these
oils; however, glass devices are much harder to fabricate
than PDMS devices and, thus, less widely used. High-
viscosity silicone oils can be used in PDMS devices with
minimal swelling at the expense of significantly increasing the
pressures required to pump them through the microchannels.
Hydrocarbon oils can also be obtained in a range of viscosities
and have the benefit that there are a large number of
commercially available surfactants for them that can stabilize
aqueous-in-oil emulsions. However, they also swell PDMS
[32,33] and tend to exhibit poor retention of encapsulated
organic reagents, which are often partially soluble in these
oils [35].

By far the preferred oils for biological applications of
droplet-based microfluidics are fluorocarbon oils, because
even low-viscosity versions of these oils do not swell PDMS
[32]. In addition, they tend to exhibit excellent retention of
reagents in the drops [36,37] and have high solubility for
gases, allowing oxygen and carbon dioxide to passively diffuse
in and out of the drops, for unperturbed cellular respiration
[38—40]. This allows yeast (figure 1(a)) [39], algae [41],
mammalian cells [40, 42], and even the multicellular organism
C. elegans [42] to survive in fluorocarbon oil emulsions for
hours after encapsulation. A disadvantage of fluorocarbon oils,
however, is that, due to their much lower prevalence compared
with silicone and hydrocarbon oils, there are few commercially
available surfactants for stabilizing aqueous-in-fluorocarbon
emulsions. Surfactants are essential for reducing the surface
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tension of the oil-water interface [43] and minimizing droplet
coalescence [33]. The choice of which surfactant to use is
also imperative for limiting the transfer of reagents between
drops [44,45]. A comprehensive review of surfactants for
droplet-based microfluidics is available [46]. The surfactants
utilized in droplet-based microfluidics normally consist of a
hydrophilic head group and hydrophobic tail. The amphiphilic
character of these molecules allows them to assemble at
the oil-water interface of the droplet, thereby lowering its
interfacial tension and enhancing stability [43, 47] as depicted
in figure 1(b). The chemical properties of the head group
of the surfactant impact the biocompatibility of the droplet
interface. Surfactants with non-ionic head groups, for instance,
have been found to minimize the adsorption of macromolecules
such as proteins and DNA to the droplet interface, minimally
impacting biological assays performed in the drops [47, 48].
Several fluorosurfactants that can be readily synthesized in
the lab have been described, as has their effectiveness at
stabilizing emulsions and yielding biocompatible droplets
[42,43,47-49]. Additives to the aqueous phase can also
enhance biocompatibility by increasing the retention of small
molecules in the droplets and minimizing adsorption at the oil—
water interface [40, 50, 51]. The choice of the surfactant should
be made with the oil that is to be used since the properties of
the resultant emulsion depend on the combination [24,52].
Different oils can be mixed to optimize the properties of the
emulsion for a particular application [53] and methods have
been described for easily characterizing the properties of the
combination that has been selected [52].

3. Generating droplets and encapsulating cells and
biomolecules

3.1. Droplet generation geometries

The starting point for most droplet-based microfluidic screens
is droplet generation [54-56]. There are three common
droplet generation geometries in microfluidics: co-flow, T-
junction, and flow focus drop formation, each illustrated in
figure 2. In co-flow drop formation, the dispersed phase
is injected through a small capillary centred within a larger
capillary, flowing parallel to the flow of the continuous phase,
as shown in figure 2(a) [57,58]. Droplets are generated by
the viscous shear of the continuous phase over the dispersed
phase in a process that resembles a dripping faucet; as the
emerging droplet grows, the viscous drag of the continuous
phase increases. This continues until the drag is equal to
the interfacial tension force adhering the base of the droplet
to the capillary tip, at which point a droplet buds off and
is carried downstream [59]. In co-flow drop formation, the
flows are ‘unconfined’ in the sense that the outer capillary
is much larger than the inner capillary and the droplets that
are formed; consequently, the drop formation mechanism
depends mainly on viscous shear and surface tension, and
interactions with the outer capillary wall can be neglected
[60]. A disadvantage of this geometry is that it is difficult
to fabricate with lithographic processes because it requires
the inner capillary to be smaller than, and nested within, the
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Figure 2. The three most commonly used droplet-formation
geometries in microfluidics are co-flow (a), T-junction (),
flow-focus (c) drop formation. T-junction and flow focus drop
formation are the most widely used because they are easily
fabricated in PDMS devices consisting of planar microchannels.
Important dimensions for determining droplet size are labelled
including wy, w., w,, which are the widths of the dispersed,
continuous and outer phase streams, respectively. w,, is the width of
the orifice. Q4 and Q. are the dispersed and continuous phase flow
rates. Reproduced with permission from [54].

outer capillary. As a result, this geometry is rarely used in
ultrahigh-throughput biological applications, which typically
utilize microfluidic devices fabricated with soft lithography
and, thus, consisting of planar channel networks.

A more commonly used drop formation geometry, and
one that is an example of ‘confined’ drop formation, is the
T-junction. In this geometry, the dispersed phase is injected
from a channel that is perpendicular to the channel carrying
the continuous phase, as illustrated in figure 2(b) [61]. The
mechanism by which monodisperse drops are formed depends
on the capillary number (Ca) of the flow. At high Ca, the
large viscous drag of the continuous phase shears droplets of
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the dispersed phase from the inlet channel. A characteristic
of drops formed by this mechanism is that they are smaller
than the channel. Alternatively, at low Ca drops can also be
produced through a mechanism of plugging and squeezing
[62]. In this mechanism, the emerging tip of the dispersed
phase blocks the downstream channel to the flow of the
continuous phase; this causes the pressure to rise in the
continuous phase which, in turn, squeezes on the dispersed
phase and pinches off a drop. In this mechanism pressure
fluctuations are generated in the continuous and dispersed
phases and the drops that are formed are always larger than
the downstream channel. For the majority of cases in which
T-junctions are used, plugging and squeezing is the primary
mechanism of drop formation.

Another drop formation geometry is the flow focus device
[63]. In this geometry, the dispersed phase is introduced
from one channel and the continuous phase from channels
on either side. The fluids are focused through an ‘orifice,
where droplets are formed. There are several variations on
this geometry, including one in which a small constriction is
added at the orifice, as pictured in figure 2(c), and in which
the constriction is omitted, yielding a straight ‘throat.” Both
variations tend to form droplets with comparable properties for
the majority of flow rates. Like the T-junction, the mechanism
of drop formation in the flow focus geometry depends on the
Ca of the flow: at low Ca the drops form through a process of
plugging and squeezing while at high Ca, they form through a
process that depends primarily on viscous drag and interfacial
tension [64].

At very high flow rates all three drop makers exhibit
‘jetting,” in which a long tube of the dispersed phase jets
through the drop maker and breaks up downstream due to the
Rayleigh—plateau instability [59, 65,66], yielding somewhat
polydisperse emulsions. The transition to jetting thus sets an
upper limit to the rate at which monodisperse droplets can
be formed. While this rate can exceed kilohertz for these
drop makers, in some instances it is desirable to form drops
even faster and, thus, several strategies have been invented
to increase drop rates. One strategy is to form large drops
at kilohertz rates that are then split into small drops using
geometrically mediated breakup [67]. This increases the
droplet production rate by a factor equal to the number of
daughter drops formed from each large drop, and has been used
to increase net throughput significantly [68]. Another strategy
is to exploit the periodic formation of air bubbles to trigger
the periodic breakup of an otherwise stable jet [69]. This
allows considerably increased drop formation rates because
air bubbles, due to their low viscosity and mass, can be
formed at rates much faster than droplets of most liquids
and, thus, can trigger the breakup of the jet at rates much
faster than it would break up spontaneously. To increase the
production rate further, drop makers can also be parallelized.
Rather than operating one drop maker at a time, several can
be operated simultaneously to increase the drop production
rate by many times [70-72]. For a thorough review of
rapid emulsion techniques, see [55]. Other useful techniques
are valve-based flow focusing, which allows drop size and
frequency to be adjusted without changing flow rates [73], and

step emulsification, which allows the formation of very small
droplets [74,75].

3.2. Encapsulating cells and biomolecules

Perhaps the greatest impact of droplet-based microfluidic
techniques will be in their ability to perform massively parallel
analysis on populations of single cells. A critical step in this
analysis is achieving controlled, efficient encapsulation of the
cells in microdroplets. The simplest and most common way to
achieve this is limiting dilution, in which a dilute suspension of
cells is emulsified such that several drops are formed for every
cell in the solution. Under such conditions, the cells are loaded
randomly in a process governed by Poisson statistics [76]. This
allows one to guarantee that an acceptably small fraction of
the droplets contain more than a single cell, at the cost that the
majority are empty and unusable, and with a small fraction
containing single cells. This tradeoff, however, is often
agreeable due to the simplicity of the method, its robustness
in use and the enormous quantity with which droplets can be
formed [77]. When this inefficiency is unacceptable, other
methods can be implemented to considerably increase single-
cell encapsulation efficiency.

One strategy for increasing encapsulation efficiency is to
organize the cells prior to encapsulating them. This can be
accomplished using inertial microfluidics to order the cells
into a periodically spaced line that travels into the droplet
maker at constant velocity; by matching the periodicity of
the cells to that of the drop formation, it is possible to
encapsulate a controlled number of cells in every drop [77, 78],
as illustrated in figure 3. The ordering of the cells is achieved
passively by flowing the cells at high velocity through a long,
narrow channel, making it suitable for ultrahigh-throughput
applications. However, the high flow rates make this strategy
difficult to integrate into complex microfluidic networks,
which often contain components that require much lower flow
rates. Another challenge is that in many biological assays the
amount of reagent available is limited, making it difficult to
achieve steady encapsulation before the regents are exhausted.

An alternative ordering strategy that circumvents
some of these issues is close-packed encapsulation [79]:
when regularly sized particles are packed together, they
spontaneously organize into a lattice that minimizes packing
forces. The periodicity of the lattice can be used to generate
periodic particle flow into a drop maker, to achieve high
encapsulation efficiency. Because this approach does not
require inertial effects, it can be used over a flexible range
of flow rates, making it easier to integrate into devices
incorporating multiple microfluidic components. However, it
is yet to be demonstrated with cells, which may be difficult to
pack and prone to aggregation.

Another strategy for achieving high encapsulation
efficiency is cell-triggered jet breakup [80]. In this approach,
cells are introduced into a drop maker randomly and used to
trigger the breakup of a jet. When no cell is present, very small
drops bud from the end of the jet, but when a cell flows into the
jet it perturbs the jet, triggering the formation of a larger-than-
average drop with the cell encapsulated inside. The result is
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Figure 3. Cell encapsulation in droplet-based microfluidics is most
often achieved using limiting dilution, so that some drops contain
single cells but most are empty. Newer methods are allowing much
greater encapsulation efficiency by exploiting inertial microfluidics
(a). A spiral geometry couples Dean forces with inertial lift to order
the cells prior to encapsulation, as illustrated by images in (). The
periodicity of the regularly spaced cells can be matched to that of the
drop formation, to fill most drops with single cells (c). Reproduced
from [78] with permission of The Royal Chemical Society.

a bi-disperse emulsion consisting of small, empty drops and
large drops containing single cells. The cell-containing drops
can then be selectively recovered from the emulsion using
passive methods like pinched flow fractionation [81]. This
encapsulation approach may potentially be the most valuable
for biological applications, because it does not require high
flow rates or close packing of the cells. However, it is yet to be
widely adopted, possibly due to the complexity of integrating
the cell triggering and sorting devices into a microfluidic
system, which may not be worth the gain of increasing the
fraction of usable drops.

The encapsulation of biomolecules into drops is achieved
exclusively using limiting dilution because molecules are too
small to passively organize with inertial or packing methods
and to trigger the breakup of a jet. By tuning concentration and

drop size, it is possible to precisely set the fraction of drops
containing single molecules [82—-84].

4. Further processing of droplets

After the droplets have been formed and loaded with the cells or
biomolecules to be analysed, several additional operations may
be needed to complete the analysis, such as adding reagents
to them, incubating them at controlled temperature, or sorting
them to recover the ones most interesting for further study.
In this section, we describe the techniques that have been
developed for processing drops that are most suitable for
ultrahigh-throughput biological studies.

4.1. Adding reagents to surfactant-stabilized drops

Nextto droplet generation, reagent addition is perhaps the most
important operation for ultrahigh-throughput applications.
Fundamentally, reagent addition allows the execution of
multistep reactions in drops, allowing the drops to be loaded
with specific reagents in one step, incubated, and then the
conditions in the drops changed by adding another set of
reagents.

The challenge with reagent addition is that the drops
are almost always stabilized by surfactants, essential for
preventing them from coalescing upon contact and thus
retaining their integrity as separate microreactors. Reagent
addition techniques temporarily destabilize the drops so that
the reagents can be added. The techniques that are available
can be grouped into two categories, passive and active reagent
addition. Whereas passive methods allow reagents to be added
without the use of external forces, active methods use external
forces such as electric fields and focused laser beams, to
temporarily and controllably destabilize the drops.

One passive method uses a ‘push—pull’ chamber that
expands and then contracts; when two drops flow into the
chamber, they merge as they exit through the contracting
region [85]. This study demonstrated that, unexpectedly,
droplet coalescence is favoured by pulling the drops apart
rather than squeezing them together. Alternatively, surfactant
stabilized drops can also be fused with drops that are not
stabilized by flowing them through a zigzag geometry. This
strategy enables efficient one-to-one, two-to-one and three-to-
one droplet fusions [86,87]. These passive techniques have
the advantage of being exceptionally simple to implement,
requiring no specialized electrodes or laser beams to be
integrated into the device, as is needed in active methods.
However, a disadvantage of these methods is that the fusion
depends sensitively on the chemical properties of the droplets
and the dimensions and flow conditions in the microfluidic
device; this can make achieving efficient fusion for all
biological reagents challenging, particularly when surface-
active compounds, such as detergents, are present in the drops.

A passive method that overcomes this issue is wettability
patterning, in which a hydrophilic strip is patterned into
a microfluidic channel [88]. When pairs of droplets flow
over the strip, they wet the wall and coalesce with each
other and eventually re-form into a single droplet that travels
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(a)

Figure 4. The addition of reagents to already-formed droplets is essential when performing most biological assays, since most assays
require the addition of different reagents to the drops at different times. The most common techniques for doing this are to coalesce the
target drop with a drop of the reagent to be added, (a), or to inject the reagent using picoinjection, (b). Both strategies exploit electric fields
to temporarily destabilize the droplets so that the target drops merge with the reagent to be added. (a) Adapted with permission from
Macmillan Publishers Ltd: Nature Biotechnology [92], copyright 2009, and (b) reproduced with permission from [100].

downstream. This method is more robust with respect to
the kinds of droplets that can be fused, but has a tendency
to transfer material between successive pairs of drops, since
material left behind by one pair can be absorbed by a later pair.

Active methods are more difficult to implement because
they require the integration of specialized components into
the device, such as electrodes, but are also more robust in
operation and can be applied to a wider variety of reagents [89].
Active methods employ external forces, such as an electrical
field, to induce droplet merger. Heat and light have been
used for droplet merger [90] but electrical methods have the
best potential for ultrahigh-throughput applications because
they can merge droplets very quickly and, thus, be applied
to drops moving at high velocities past the electrode region.
One approach uses electrodes submerged in the reagents to
create pairs of drops with opposite charge, forcing them to
coalesce [91]. A more robust method uses electric fields not
in contact with the reagents to create an electric field that the
drops must flow through as they move through the microfluidic
device. The electric field causes the conductive drops to
temporarily polarize, leading to drop—drop interactions that
induce coalescence [89, 92, 93], as shown in figure 4(a).

In both passive and active droplet merger techniques, it is
imperative to synchronize the trains of drops to be merged so
that one of each type of drop is paired together and the pair
merged. This is often achieved by making one of the drops
smaller than the other. In Poiseuille flow, the parabolic profile
in the channel causes the small drops to flow faster than the
large drops so that they tend to catch up to the larger drops,
forming pairs, at which point they can be fused [92, 94-96].
For pairs of similarly sized droplets synchronization can be
achieved by incorporating expansion chambers to slow down
the leading drop [85, 97] or electric fields [98, 99] to trap the
leading drop, allowing the lagging drop to catch up so that the
pairs fuse.

A method that bypasses the need for synchronization is
picoinjection. In this approach, the droplets to be injected are
flowed past a channel containing the reagent to be added. As
they pass the channel, an electric field is applied rupturing
the surfactant-stabilized interfaces and allowing the reagent to
enter the drop, as shown in figure 4(b). This approach allows

(b) T,

Figure 5. Mixing in droplets can be accelerated significantly by
flowing the droplets through curving channels. (a) Illustration of
streamlines within droplets passing through a curving channel.
(Reproduced with permission from [105]). (b) Images of two dyes
mixing in a serpentine channel with droplet positions in channel
indicated by numbers (Reprinted with permission from [104].
Copyright 2012, American Institute of Physics).

injection of surfactant-stabilized drops and can perform single
and combinatorial injections at kilohertz rates [100].

4.2. Rapidly mixing the contents of drops

Due to the small dimensions and relatively low flow
rates utilized in most microfluidic studies, the conditions
in the channels are laminar; turbulence is absent and
streamlines follow paths dictated by the channel geometry.
A consequence of laminar flow is that mixing is slow
compared with the convective motion of the fluids, which
often necessitates the implementation of strategies to enhance
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Figure 6. Electrocoalescence of drops with an aqueous stream for recovering target drops. Reproduced in part from [96] with permission of

The Royal Society of Chemistry.

mixing. Droplet-based microfluidics is an exception in which
mixing is not normally a concern. Even though droplet-
based systems operate under laminar flow conditions, mixing
is rapid due to the natural generation of recirculating flows
in the drops, a result of the drag of the channel walls on
the edges of the drops. The recirculating flows decrease
the striation length—the average distance for which mixing
occurs via diffusion between two materials—so that mixing
via diffusion happens much more rapidly than in single-phase
fluidic systems [101, 102]. Mixing can be enhanced further
by flowing droplets through a zigzag geometry, which causes
the recirculating flows to change directions, increasing the
exchange of fluids between the two halves of the drop and
significantly accelerating mixing (figure 5) [103, 104]. This
geometry can mix drops in milliseconds, fast enough for most
ultrahigh-throughput applications [105, 106].

4.3. Recovering the contents of drops

In some implementations of droplet-based microfluidics, the
final operation is to optically scan the drops to characterize
the outcomes of the reactions. However, there are other
instances in which the material in the drops must be recovered
for further analysis. The simplest way to achieve this is to
coalesce all the drops to form a single aqueous pool. Several
methods have been developed to coalesce drops, including
flash freezing [107] or by adding a chemical destabilizer to
the emulsion [83, 92, 108].

In other instances, in addition to coalescing the drops,
it is desirable to ensure that the drop contents remain distinct
after coalescence. This can be accomplished by solidifying the
interior of the drops prior to coalescence using a gelling agent,
such as alginate or agarose. After the drops coalesce, the gelled
interiors remain distinct and can be collected and suspended
into an aqueous carrier solution. This has been used, for
instance, to perform PCR analysis on single cells [109, 110].
Functionalized beads can also be used to selectively capture
specific analytes from the drops, such as a target protein or
DNA molecule [83, 111-114]. The beads can be recovered by
breaking the emulsion and using a separation technique, such
as magnetic separation or centrifugation [113].

The droplet contents can also be recovered by selectively
fusing them with an aqueous stream using a microfluidic
device, figure 6. The droplets pass an opening containing a
flowing stream of aqueous fluid. Due to surfactants in the
oil phase, in the absence of other forces the droplets do not
merge with the stream and exit the device intact. However,
when an electric field is applied the droplets fuse with the
stream, releasing their contents into it for collection [96, 115].
This process is very high throughput and has demonstrated the
capability of selectively fusing drops at kilohertz rates.

Another strategy for recovering material from drops
that does not require the extraction of the entire drop is
geometrically mediated splitting [116]. In this approach,
the drops are flowed into a channel that bifurcates into two
channels; as the drops flow through the bifurcation, they are
divided into two portions, one traveling down each arm of the
split. The volumes of the two portions and, thus, of fluid that is
sampled from each drop can be adjusted by controlling the flow
rates through the two arms, either by pressurizing the outlets or
tuning hydrodynamic resistances [67]. The different portions
of the droplets can then be analysed by optically scanning
them or merging them with droplets containing other reagents
[117-119].

4.4. Incubation and storage of drops

In nearly all biological assays, steps of thermally controlled
incubation are required, such as to stimulate the growth of
bacteria or perform PCR amplification of nucleic acids. In
droplet-based microfluidics, droplets can be incubated off the
microfluidic device, for example, in an incubator or PCR
machine, or on the microfluidic device, using integrated
thermoelectrics and temperature controllers [120, 121].
On-chip incubation is normally achieved by flowing the
drops through channels or trapping them in static arrays.
With channel incubation, there are different options depending
on the duration of incubation required. For example, for
very short incubations (seconds), the drops can be flowed
single-file through a channel of controlled length [122].
This has the benefit of keeping the drops in order, but is
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Figure 7. Strategies for preventing dispersion of incubation time in
delay lines include (a) densely packing drops or (b) implementing
repeated constrictions to average out positional-dependent
differences in droplet velocity, yielding equal incubation time for all
drops. Reproduced in part from [124] with permission of The Royal
Society of Chemistry.

limited in the duration of incubation it can achieve because
long incubations require long channels, which have high
hydrodynamic resistances and require impossibly large input
pressures to drive the flow. This can be avoided by stopping
the flow so that the drops are static in the channel but, due to
the small volume of even a relatively long microchannel, this
strategy is only applicable to storing thousands of drops [123].

When longer delays are required, the most common
strategy is to use a delay line, which is a wide and tall channel
that is able to store a large number of drops. Due to the large
diameter of the delay line, the pressure required to pump the
drops through it is small, making it appropriate for hours of
incubation. The drawback to this approach, however, is that
the drops pack into the delay line in three dimensions and,
consequently, lose their original order. The drops can also
move with respect to one another, resulting in dispersion of
the incubation time—that is, in which the duration that each
drop spends in the delay line varies. Time dispersion can be
overcome using several strategies, including by packing the
drops densely so that the drops jam and are prevented from
changing positions, as shown in figure 7(a) [124]. Another
strategy is to include periodic constrictions into the line,
which cause the drops to repeatedly shuffle; this averages
out variations in droplet velocity, causing the incubation time
of each drop to converge to the average value, as shown in
figure 7(b) [124].

Reservoirs are very large channels (millimetres in width)
that can store millions of droplets for hours of incubation. Once
droplets are packed into the reservoir, the flow can be stopped
and the device can be incubated under the desired conditions
[24,33,51]. The drops can be packed as a monolayer to allow

Figure 8. Drops stored in a static array of microfabricated
chambers. Adapted from [39] with permission of The Royal Society
of Chemistry.

each droplet to be directly visualized [125]. In addition, if
stored in a gas-permeable PDMS device, gas exchange through
the channel walls can be used to enhance the survival of cells
compared with storage in an air-tight syringe [76].

An alternative strategy for storing drops in a chamber is
to use microfabricated features to position the drops at defined
locations; this can aid visualization and prevent the drops from
moving over the course of the experiment [39,45, 126], as
shown in figure 8. A limitation of static arrays, however, is
that they are difficult to fabricate with the capacity needed
to make them valuable for ultrahigh-throughput applications:
While the largest demonstrated array held one million drops
[127], most have only been able to hold tens of thousands
[39,45,120, 126, 128-132].

When there is not an explicit need to incubate droplets
on the microfluidic device, off-chip incubation is often the
easiest strategy. Off-chip incubation is often accomplished
by transferring the droplets from the microfluidic device into
a syringe or centrifugal tube, and then storing the tube at
the desired temperature and atmospheric conditions in a cell
incubator, thermal cycler, or other controlled environment
[34,35,42,95,133-135]. Oft-chip storage is appropriate for
hours to weeks of incubation and the emulsion can be re-
injected into a microfluidic device for analysis and further
manipulation [34]. Long-term off-chip storage of droplets
for screening applications has also been proposed using
microfluidic cartridges [136, 137]. Ultimately, the limit to the
duration over which the emulsion can be stored depends on the
stability of the emulsion and viability of the reagents or living
organisms contained within the drops.

4.5. Sorting

The sorting of an emulsion, the selective retrieval from an
emulsion of a population of drops, is critical for a number
of especially important ultrahigh-throughput studies. It is
needed, for instance, when performing directed evolution, in
which a large library of drops is prepared, each containing a
distinct mutant of a cell or protein, and a small fraction of which
are desirable for further study. To perform the experiment, all
droplets must be scanned and the ones with desirable mutants
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Figure 9. Dielectrophoretic sorting of drops at kilohertz rates.
Reproduced with permission from [145].

must be recovered. Because ultrahigh-throughput biological
systems typically operate at droplet rates in the kilohertz,
exceptionally fast sorting methods are required.

Ultrahigh-throughput sorting of droplets can be achieved
using passive and active means [96,138], although the
active method is generally the most useful because it is
versatile and can be used to sort droplets based on a
complex logical decision. Active droplet sorting has been
demonstrated using magnetic [139, 140], mechanical [141],
acoustic [142], electrophoretic [91] and dielectrophoretic
[143—145] forces to separate the drops. The general approach
involves flowing the drops single file into a junction with
two or more outlet channels. The junction is designed so
that, by default, all droplets flow into one of the outlet
channels, termed the ‘waste’, due to differences of the
channels in hydrodynamic resistance. Select drops can
then be sorted into the other channel by applying one of
the abovementioned forces. Of the techniques developed,
pressure-based, acoustic and dielectrophoretic sorting have
proven to be the fastest, capable of sorting droplets at rates
faster than 200 Hz. Dielectrophoretic droplet sorting has been
used to screen a large library of enzymes at rates greater than
1kHz [144,145], as illustrated in figure 9. An alternative
approach to microfluidic sorters is to perform the reactions
in water/oil/water double emulsion droplets which can then be
scanned and sorted using flow cytometry [146, 147]; however,
the lower stability of the double emulsions, coupled with a
larger solubility of encapsulated molecules in the aqueous
carrier phase, can limit the utility of this approach for certain
applications [144, 147].

4.6. Device integration

The components we have described can be integrated together
to form complex devices capable of performing multiple tasks,
such as forming the drops in one part of the device, incubating
them in another, and optically scanning and sorting the drops
[127, 148, 149]. Integration is made possible by the precision
with which the individual components operate, making their
behaviour predictable and reproducible: drop makers can form
drops with less than 1% variation in the drop diameter, while
picoinjectors can inject controlled volumes of reagents into
drops with near 100% efficiency, and sorters can sort drops with
less than 0.01% sorting errors [54, 100, 145]. Nevertheless,
when integrating multiple components together, special care
must be taken to ensure that all components operate under
similar flow and pressure conditions. If a drop maker is to be
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combined with a sorter, for example, then the drop maker must
form drops of the size and rate required by the sorter. Such
optimization can be tedious and require significant investments
of time [150]. One way to avoid these difficulties is to use
each component individually as its own device [92, 96, 145].
For example, to form and then sort drops, the fluids for drop
formation can be injected into a drop making device at the flow
rates needed to form drops of the desired size. The drops can
then be collected into a syringe and, after they have all been
formed, injected into the sorting device at the flow rates needed
for this device. In this way, many operations can be performed
in sequence, without having to engineer the components to
operate simultaneously, at the same flow rates, on a single
chip.

5. Labelling and detecting droplets

5.1. Labelling strategies

Labelling refers to marking the droplets in an emulsion so that
the identity of each droplet can be determined by reading the
label at a later time, for instance, to know which reaction is
being performed in a given droplet. Methods to label droplets
utilize spatial and chemical encoding. In spatial encoding,
the identity of the droplet is linked to its location [151], for
instance, by positioning drops on an array such that the position
of each drop on the array relates its identity [152]. Single-file
positioning is limited in the number of drops that can be stored
by the length of the channel. Two-dimensional arrays allow
much larger numbers of drops to be stored and are generally
more useful for ultrahigh-throughput studies [127, 153].
Another way to label droplets is to add fluorescent dyes
to them. Dyes can be used to determine which drops have
successfully been encapsulated with cells [77, 128], cellular
components [154] and beads [155]. Dyes can also be used
to indicate the concentration of compounds [40, 156, 157].
Multiple dyes can be used to create ‘virtual arrays’ in which the
x—y position of a given droplet on the array is determined by
measuring the concentrations of two differently coloured dyes
in the drop [40]. Other labelling strategies that are not as widely
used include the use of DNA sequences [158, 159], quantum
dots [160—164] and suspension array technologies [165].

5.2. Interrogating drops

Droplets can be interrogated using serial scanning or
parallel scanning. Serial scanning interrogates droplets
individually as they flow through a specific location in the
microfluidic channel. For ultrahigh-throughput applications,
this necessitates very high speed interrogation to keep pace
with the kilohertz droplet rates. Parallel detection, on the
other hand, can utilize slower measurement strategies, such
as CCD imaging, because a large number of droplets can be
interrogated simultaneously, yielding a net high throughput. A
variety of optical, chemical and electrical detection methods
have been reported for microfluidic biological assays, but
few are appropriate for ultrahigh-throughput applications
because of their inability to precisely interrogate the drops
on the timescales needed to keep pace with the microfluidic
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devices. Examples of methods with high potential value that
have, as yet, not been shown capable of ultrahigh-throughput
interrogation of drops are mass spectrometry [136, 166, 167]
electrochemical detection [168, 169], Raman spectroscopy
[170], surface-enhanced Raman scattering (SERS) [171-174],
surface enhanced resonance Raman scattering (SERRS) [175]
and fluorescence polarization [176].

The most widely used interrogation methods for
ultrahigh-throughput applications utilize fluorescence and
brightfield microscopy [121, 132, 149]. Fluorescence enables
measurements with high signal-to-noise and spatial resolution,
and it can be coupled to a wide variety of existing biochemical
assays for which fluorescent readouts already exist. The
fluorescence readings can be obtained using high speed,
high sensitivity single-point detectors, such as photomultiplier
tubes (PMTs) [95,100, 107,128, 133, 135, 144, 145, 148] or
avalanche photodoides (APDs) [77,155,178-184].  The
sensitivity and versatility of fluorescence has made this
approach useful for a variety of ultrahigh-throughput
applications, including cell and protein screening [144,
177,184], DNA and protein detection [77,133,155,178],
quantitative PCR [107] and dose-response screening [148]. A
representative schematic of ultrahigh-throughput fluorescence
drop interrogation is shown in figure 10. Fluorescence has
also been used to image arrays of droplets for real-time
monitoring of large numbers of drops [126]. Fluorescence
resonance energy transfer (FRET), another technique that
affords information about molecular-scale conformations,
has been used to measure binding kinetics [155, 183, 185],
enzyme kinetics [179] and protein—protein interactions [180] at
kilohertz rates. Fluorescence lifetime imaging (FLIM) has also
been demonstrated with microsecond temporal resolution for
reconstructing mixing patterns within droplets [181, 186]. The
main challenge with fluorescence-based detection methods is
their dependence on a suitable fluorescent marker that can
be attached to the molecule of interest. Such tags are not
readily available for all molecules and the properties of small
molecules can be significantly altered by the presence of
an extrinsic marker. In fact, the primary challenge when
performing reactions in microdroplets is identifying a suitable
fluorescent marker.

6. From tubes to drops: applications of
droplet-based microfluidics in biology

There are numerous examples in biological research in
which the major bottleneck is screening massive libraries
of reactions. For example, directed evolution of enzymes,
which generate enzymes for a host of biotechnology and
industrial applications, often require the screening of libraries
of enzymes numbering in the billions of mutants [187]. Small
molecule screens for drug discovery often require the analysis
of millions of compounds, each of which must be tested in a
separate reaction chamber [172]. Such screens are currently
conducted using conventional high-throughput methods with
pipetting robots in 384 or 1536 well plate formats. With a
maximal screening rate of ~1 Hz and aminimal sample volume
of 100 nl, screening a million compounds would require weeks
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Figure 10. Schematic of fluorescence activated droplet detection.
Laser light (LAS) is used to excite droplets. The fluorescent
emission from each drop is detected with a photomuliplier tube
(PMT). Filtered light from a halogen lamp (LAMP) allows droplets
to be monitored with a high speed camera (CAM). Reproduced
from [144] with permission of The Royal Society of Chemistry.

of continuous runtime and litres of total reagent, making it
impractical for all but the best-funded operations and, even
then, only for the most valuable targets [172].

Droplet-based microfluidics affords an exciting and
potentially vastly superior methodology for making large
library screening accessible by significantly reducing the
volume and increasing the throughput of the screening. With
this approach, it is possible to screen reactions at a rate of
~1kHzusing ~1 pl per reaction, allowing millions of reactions
to be screened in minutes using microlitres of total reagents
[188]. The barrier toimplementing this approach, and realizing
its enormous potential for future screening needs, is integrating
all of the necessary capabilities into one microfluidic workflow.
In this section, we describe the first forays into this arena
and the use of these techniques to perform novel screens with
unprecedented reductions in screening time and cost.

6.1. Biological operations in droplet-based microfluidic
screening

Most biological protocols involve the repeated transfer of
reagents into and out of a reaction vessel, combined with
incubation and separation of reactants and products. In theory,
these operations can all be performed in microdroplets using
microfluidic devices to perform the various needed operations
of reagent transfer, incubation and sorting.
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In addition to these common microfluidic operations,
many screening applications also require executing a recurring
set of biological operations. One such operation often needed
in cell-based studies is to culture cells in drops. Mammalian,
algae and fungal cells have all been cultured in drops for
several days [41,42, 189]. Another important operation is to
transfect cells to induce the expression of a protein of interest
or to knock out a gene of interest, which has been achieved
in drops using chemical agents [35], electroporation [190]
and viral infection [42] at efficiencies comparable to bench
top methods. DNA can be extracted by lysing cells in drops
[110], and purified from lysate by repeated washing of DNA
binding magnetic beads co-encapsulated in the drops [116].
Another valuable operation is to perform entirely in vitro,
cell-free expression and characterization of enzymes in drops
[24]. This is valuable because existing ultrahigh-throughput
screening methods utilizing FACS require a cell that can both
synthesize the enzyme and be used to characterize its activity.
Host cells may not survive screens that involve the use of
toxic substrates or products, or require extreme conditions of
temperature or pH.

Early work into the kinetics of enzymes demonstrated that
microdroplet encapsulation affords the sensitivity needed to
measure the activity of single molecules of f-galactosidase
[191]. Similarly, digital emulsion PCR, in which individual
molecules of DNA are encapsulated in drops and amplified,
has now become a standard biological protocol used in many
applications, including as an alternative to quantitative PCR
and to prepare DNA libraries for NGS [114,192]. Other
amplification strategies have also been demonstrated with
DNA and RNA in drops, including RT-PCR [193] and rolling
circle amplification for diagnostic and directed evolution
applications [134].

One of the challenges of performing complex biological
operations in microdroplets is if the protocol requires a large
number of steps, it can be challenging to build a fully integrated
microfluidic platform to do this. In these instances, a possible
solution is to solidify the drops using a gelling agent, such
as agarose [110], so that the emulsion can be broken and the
microgels re-dispersed into an aqueous carrier phase. This
allows the numerous steps of the protocol to be performed off
microfluidic device using standard bench-top methods, while
partially maintaining the compartmentalization of the drops.
This approach, which has enormous potential for single-cell
analysis, has already been demonstrated for performing the
PCR analysis on large numbers of single cells [72]. However,
molecules smaller than the pore size of the gels can exit the
gels via diffusion, making this approach only applicable to
molecules larger than the pore size or that can be chemically
bonded to the gel matrix.

6.2. Ultrahigh-throughput studies utilizing co-flowing stream
encapsulation

Co-flowing stream encapsulation allows multiple reagents
to be combined immediately before being encapsulated in
microdroplets. Due to laminar flow conditions in the channels,
the reagents in the different streams do not mix until after
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Figure 11. Co-flow drop formation used to assay drug susceptibility
of bacteria. Figure adapted from [194].

they are in the drops. This is useful for a variety of
applications of ultrahigh-throughput studies. For example, this
approach has been used to profile a population of bacteria for
sensitivity to different antibiotics. The different antibiotics
were first loaded into the channel as long plugs separated
by plugs of an inert spacer fluid. The plugs were then
merged with reagents needed for the assay and the bacteria
and immediately encapsulated in drops using a T-junction drop
maker, as shown in figure 11. This approach allowed multiple
antibiotics at several concentrations to be rapidly screened
[194]. The same principle was applied to screen the effects of
varying salt, protein concentration and precipitants to identify
optimal parameters for protein crystallization [149, 195]. This
principle was further applied to generate high-resolution drug
dose-response curves [148].

6.3. Ultrahigh-throughput screens using combinatorial
droplet merger

Co-flowing stream encapsulation is suitable for screening a
small number of reagents at different concentrations and,
combined with a reagent-plug technique like the one described
above, can also be used to screen moderately large sets of
compounds, numbering in the tens-to-hundreds. However,
for larger numbers of compounds, it becomes impractical
because it requires very long tubes of plugs or large numbers
of inlets on the microfluidic device. In these cases, a superior
approach is combinatorial droplet merger. The basic strategy
of combinatorial droplet merger is to use an automated method
to create a ‘droplet library’ of the different compounds to be
screened, as shown in figure 12(a); the droplet library consists
of an emulsion of monodisperse droplets in which each droplet
contains a different reagent or concentration of reagent. The
droplets library can then be merged with other droplets using
electrocoalescence, as illustrated in figure 12(b). This can be
useful for protein crystallography, where screening for optimal
crystallization conditions is a bottleneck [196, 197].

A key consideration when using combinatorial droplet
merger to screen a library of compounds is indexing each drop
tokeep track of which compound is being tested. One way todo
this is to label the droplets with fluorescent dyes, as described in
the previous section of droplet labelling, in which fluorescent
dyes of different colour are loaded into the droplets at different
concentrations. Each coloured dye can be used to represent a
digit in a multi-digit number, where the concentration of the
dye sets the value of the digit. An approach like this was used to
screen a drug library of mitomycin C at different concentrations
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Figure 12. Creation and use of a drop library for combinatorial
screening. (a) Multiple reagents are emulsified and pooled, forming
a droplet library. (b) The library of reagents is randomly paired and
merged with the assay drops. Adapted with permission from [40].

to characterize cytotoxicity [40]. However, optical labelling of
drops with fluorescent dyes is limited by the finite spectrum of
visible light and the precision with which dye concentrations
can be measured in the drops.

Another important application of combinatorial droplet
merger is to perform highly multiplexed targeted PCR
amplification of genomes. The genomes of organisms are
often massive, containing millions or billions of base pairs
of information, but the information that is the most relevant
for study may be localized in specific regions. The challenge
is to target these regions for sequencing and discard the
vast ‘background’ of genomic DNA in the other regions.
One way to do this is to use multiplexed PCR, in which
primer sets are designed that target each of the desired
regions for amplification. This allows, in principle, only
these regions to be copied, discarding the rest of the genomic
DNA. However, in practice it can be extremely challenging
to optimize multiplexed amplification of so many regions,
limiting the total number of regions that can be simultaneously
interrogated. In these cases emulsion PCR with combinatorial
droplet merger affords an excellent solution [92] where each
of the PCR amplifications for the different primer sets are
performed in a separate microdroplet. Because the primer
sets are isolated from one another, they do not interact or
compete for binding to the genomic DNA. This yields much
cleaner PCR products and allows more uniform amplification
of all regions. A technology based on this approach is in fact
already being commercialized by RainDance Technologies as
a pre-sequencing front-end to enrich for genomic regions of
interest.

6.4. Ultrahigh-throughput applications utilizing droplet
sorting

Droplet sorting is essential in applications where specific
droplets must be recovered from a large population of
other drops. To date, the majority of microfluidic studies
utilizing droplet sorting have been focused on performing
protein engineering through directed evolution, a technique
in which proteins are evolved to enhance a desired property
by processing them through successive rounds of mutagenesis
and screening. Droplet-based methods of directed evolution
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are used because the drops can encapsulate products that
are secreted from cells as well as provide encapsulation for
cell-free systems. This is particularly important for evolving
enzymes, which typically catalyse reactions in the liquid phase
and generally release products into solution. Methods utilizing
FACS cannot easily accomplish this because FACS requires
that that the product of the enzyme be localized within the
cell. While certain enzymes can be screened inside cells, for
many enzymes this is not possible.

Droplet-based microfluidic screening thus holds enor-
mous potential as a general platform for evolving enzymes that,
currently, can only be evolved using low throughput methods,
such as screening on a well plate array. At a screening rate of
2 kHz, more than 10% droplets can be sorted per day, matching
the library size that can be expressed using yeast. Compared
with 384 well plates, droplet screening achieves 3—4 orders
of magnitude greater throughput and ~6 orders of magnitude
reductions in reagent costs [145].

The principle strategy in directed evolution with
microdroplets is to isolate each variant of the protein in a
different droplet, screen all variants, and recover the best
by sorting. The precise mechanism by which the protein is
synthesized from the gene varies and can be accomplished
using bacteria, yeast, or even cell-free expression methods.
Directed evolution with droplets has already been used to
improve the catalytic rate of horseradish peroxidase [145], to
screen aretrovirus display library for active tissue plasminogen
activator [177] and with an in vitro transcription—translation
system to select for highly active B-galactosidase from a mixed
population [96].

Beyond directed evolution, droplet sorting has also been
used as a post-enrichment screen for aptamer libraries, to
replace the costly sequencing and re-synthesizing steps of
the SELEX workflow for aptamer discovery [198]. The
secretion of IL-10 by immune-suppressing cell populations
in the bloodstream was detected using antibody functionalized
beads co-encapsulated with the cells in drops. Sorting based on
IL-10 secretion can be used to enrich for rare cells previously
isolated [199].

6.5. Digital assays on single molecules or cells

For a fixed number of molecules, reducing the volume of
the reaction vessel effectively increases the concentration of
the molecules. By shrinking the reactor to the size of a
microdroplet, the effective concentration of a single molecule
per drop can be comparable to the concentrations used in bench
top assays. This concept was employed in the early 1960s to
measure the activity of individual molecules of §-galactosidase
encapsulated in drops, as shown in figure 13(a) [191].
Microdroplet encapsulation is thus one way to signifi-
cantly increase the sensitivity of an assay. Another major
advantage is that it can isolate molecules in a complex mix-
ture so that they can be interrogated individually. For exam-
ple, single molecule encapsulation has been combined with
multiplexed PCR to identify and quantify multiple DNA tar-
gets in an originally mixed population [200]. Microdroplet
‘digital’ quantification of encapsulated molecules affords an
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Figure 13. Single molecule analysis in drops. (a) The activity of
single molecules of B-galactosidase can be measured using
microdroplets, as illustrated by the fluorescently bright drops
(Reproduced with permission from [191]. Copyright 2005 National
Academy of Sciences, USA). (b) Amplification of single DNA
molecules in microdroplets using a DNA intercalating green
fluorescent dye and dextran-Texas red as a reference. Adapted with
permission from [201]. Copyright 2009 American Chemical
Society.

alternative strategy to quantitative PCR that provides abso-
lute molecule counts without the need for normalization or
calibration (figure 13(b)) [201]. Digital PCR can achieve
higher sensitivity and dynamic range than standard quantita-
tive PCR methods [202,203]. Digital PCR has been used to
detect aneuploidy with precision that exceeds what is possible
with other methods and has been successfully implemented
into a commercial laboratory instrument for DNA quantifica-
tion [134, 203, 204]. Using a similar approach to digital detec-
tion of nucleic acids, rare cells can also be detected ‘digitally’
with microdroplet encapsulation [72]. For further information
on digital PCR in droplets, we refer the interested reader to
this recent comprehensive paper [205].

7. Conclusions

The field of droplet-based microfluidics is exploding and
has yielded numerous technologies that are enabling for
applications throughout biology. The next critical steps in
the development of this field are for microfluidic research
labs to continue to develop robust and widely applicable tools
and to demonstrate the power of these tools through proof-
of-principle experiments that biologists will recognize. In
addition, collaborations with industry will be crucial, because
like all high technologies, droplet-based microfluidics will
only be adopted widely when systems are built that are
easy to use, cost effective and robust in operation, even
with operators that are not familiar with the underlying
microfluidic technology. This is a tall order but it has
been achieved before, as evidenced by the numerous high
technologies commonly used in biological research labs, like
next generation sequencing platforms, mass spectrometers,
and FACS machines. In fact, FACS, in many ways, is
the predecessor of droplet-based microfluidics and affords
an excellent example of what we, as a field, should strive
for in the translation of our technology: like droplet-based
systems, FACS utilizes microfluidic channels, high-speed
optical detectors and high speed computational analysis for

14

data capture and logic-based sorting. We envision a time in
the near future when FACS machines will be upgraded with
droplet-based systems to yield a much more general screening
platform—one that is not limited to the screening of cells
alone, but can conduct, with full automation, and screen any
variety of liquid-phase reactions, involving cells, biomolecules
and other reagents. In addition, while in this paper we have
focused on the biological applications of this technology, the
same capabilities of high efficiency, ultrahigh throughput and
precision of measurement will make it valuable for screens in
other fields also, particularly in the chemical sciences.
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